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Superior Berth & Vessel Protection - Installing the D Fender system to your marina pen 
is a cost e�ctive way of protecting your vessel from accidents and the elements. 
Extensive testing and product developement has resulted in a cost e�ective product 
which will protect your vessel by providing cushioning around your marina pen.

Lightweight, Strong & Durable - Manufactured using closed cell PE foam 
(renowned for it's high impact qualities) and highly resilient, non marking, 
UV stabilised materials, D Fender is also mildew and rot resistant. 

High Impact Absorption & Cushioning - D Fender provides protection whilst mooring 
and when moored at the marina. D Fender will not de�ate with heavy impact, 
allowing for a far more stress free, comfortable and safer vessel mooring experience 
to the boat owner.

Fixed lengths of 1.2m and 1.7m - with a high pro�le of 185mm, to cover the entire marina waler.

Easy to install - simply screw over existing gunwale rubber, using the stainless screws included.

Versatile - D Fender can be �tted horizontally along the marina pen or vertically to jetty poles.

Easy to relocate - making the system as portable as you are.

Looks Good Too - D Fender has the extra advantage of adding to and improving the 
overall aesthetic of marina berths, providing a clean and uniform line of delineation.

ROBUST FIXED LENGTH BUMPERS PROVIDING THE ULTIMATE IN VESSEL PROTECTION
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To Install D Fender

1. Position D Fender onto marina, over gunnel rubber, with top �xing arm parallel to top of marina waler.
2. Using the stainless steel screws supplied, �rst �x the middle eyelet of the D Fender into place.
3. Fix the bottom �xing arm eyelets into place along the bottom of the marina waler.
4. Continue �xing top �xing arm eyelets into place.

For best results, we recommend a maximum of 500mm spacing between D Fenders.

Impact Zone 185mm

Top Fixing Arm 75mm

Bottom Fixing Arm 30mm
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Lengths 1200mm & 1700mm


